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Assemble components, 
including curent collectors, 
on lead frame structure. 
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Spot weld the components 

through holes in PCM 
securing the components 
onto lead frame structure. 
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Insert lead frame structure 
into mold. 
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Introduce moldable material 
substance 
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Allow moldable material to set in 
order to seal the edges of the fuel 
cell against leaks. 
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Remove the fuel cell from 
the mold. 
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Trim excess lead frame 
structure leaving current 
leads in tack. 
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Figure 3 



AFTER TRIMMING 
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START 
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APPLY DIFFUSION LAYER MATERIALS TO 
THE CURRENT COLLECTORS ON THE LEAD 
FRAME COMPONENT 
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ASSEMBLE THE FUEL CELL COMPONENTS 
TO BE INCLUDED IN THE FUEL CELL OR 
FUEL CELL ARRAY 
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SPOT WELD THE LEAD 
FRAME COMPONENTS 
TOGETHER 



PLACE THE ASSEMBLY INTO 
A MOLDING DEVICE 



CLOSE THE MOLD PLATES 
AND HOT PRESS FOR A 
PREDETERMINED TIME 



INTRODUCE MOLDABLE 
MATERIAL INTO MOLD 
CAVITY 



ALLOW MATERIAL TO CURE 
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FIG. 9 



